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Dual Hinged Door

78kg - Clear Polycarbonate

Pre-assembled panels and integrated 
door slide-locks allow for a simple 
and quick installation
Perimeter compression gaskets 
efficiently seal and minimize air leakage
Multiwall panels adhere to 2013 
NFPA 75 flame spread and smoke 
development requirements
No-threshold design prevents 
obstructions or tripping 
Sturdy aluminium framing
Fully supported by floor with 
rack attachments for lateral stability
Ergonomic design, with angled 
handles to reduce pinch points

Specifications

Weight:

Dimensions:

63 kg - Multiwall poplycarbonate

Containment
BIM SUPPORT SAFETY AIRFLOW

Specifications

Details 

Height:  188 cm–244 cm

Panel Options

Clear polycarbonate

- Fully transparent
- ASTM D-635 listed
- 6mm thick with edge-sealing gaskets

Multiwall polycarbonate

- Semi-transparent
- Flame spread index <50
- Smoke development <450
- ASTM E-84 and ASTM D-635 listed
- UL 94 Listedo6mm thick with edge-sealing gaskets
- 8mm thick

Options

Aluminium Extrusion Finish Options

Grey
Black
White

Harware Options

Standard features includes 2 spring loaded
double ball door catches

Included Components

Tate Dual Hinged Door

Floor and rack Mounting hardware

Installation guide

Depth: 12.32 cm

Opening width:  91 cm – 183 cm
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